STAINLESS STEEL MOSAIC TILE, ROUND
18MM DIA., STAGGERED PATTERN,
GLUED AND GROUTED (EXTERIOR

GRADE), BRUSHED FINISH

STRUCTURAL CONCRETE,
REINFORCEMENT AS
REQUIRED BY STRUCTURAL
ENGINEER
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1X2 CM STAINLESS STEEL

L-PROFILE
DRIP EDGE

12MM X 10CM BAMBOO PLANKS,
FLAT GRAIN, NATURAL W/
SCRATCH-RESITANT COATING

8MM PLYWOOD SHEATHING

STRUCTURAL CONCRETE,
REINFORCEMENT AS REQUIRED
BY STRUCTURAL ENGINEER

3000 SERIES ELO 1747, LCD
TOUCHSCREEN, 17" DIAG.
PANEL MOUNT

12MM X 10CM BAMBOO PLANKS,
FLAT GRAIN, NATURAL W/
SCRATCH-RESITANT COATING
8MM PLYWOOD SHEATHING

POWER AND DATA CABLE IN
/ CAVITY

STRUCTURAL CONCRETE,
REINFORCEMENT AS REQUIRED
BY STRUCTURAL ENGINEER

STAINLESS STEEL MOSAIC TILE,
ROUND 18MM DIA., STAGGERED
PATTERN, GLUED AND
GROUTED (EXTERIOR GRADE),
BRUSHED FINISH
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